JA-80T WINDOWS 7 DRIVER INSTALLATION

Preparation:

1, Download the driver file onto your PC hard drive into a special folder

2, Unpack the driver file using the program Win Rar into the same folder (don’t use Windows or any other
commanders for unpacking!!!)

3, Now you can open the device manager COMPUTER/PROPERTIES/DEVICE MANAGER and then connect the
JA-80T interface to the PC

4, WIN7 will try to install its own version of driver and then a message bubble appears bottom right
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Device driver software was not successfully installed * *
Click here for details.
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5, Follow the next steps
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Installing device driver software * *
Click here for status,
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||Launches the Update Driver Software Wizard for the selected device.

Click the right mouse button on OTHER DEVICES -> UPDATE DRIVER SOFTWARE
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How do you want to search for driver software?

= Search autoratically for updated driver software
Windows will search your computer and the Internet for the latest driver software
for your device, unless you've disabled this feature in your device installation
settings.

= Browse my computer for driver software
Locate and install driver software manually.

Select: browse my computer for driver software
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You should check your manufacturer's website for updated driver software
for your device.

can't verify the publisher of this

< Install this driver software anyway
Only install driver software obtained from your manufacturer's website or
disc. Unsigned software from other sources may harm your computer or steal
information.

() See details
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The PC now installs the drivers; when it is finished -> Close
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Check Ports (COM and LPT) in the Device Manager — there should be a Jablotron Serial
Interface
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Try to connect to the control panel as a quick test via ComLink or OLink.



