
 
 

Note: Although this product does not contain any harmful materials 
we suggest you to return the product to the dealer or directly to the 
producer after usage. 

 
 

The TD-110 is an automatic dialing device that transmits a prerecorded voice message to 4 telephone 
numbers to an ordinary or mobile telephone system. It can also send a numeric message to your Pager.  

The communicator can be triggered manually or by another device connected to the TD-110 input. The 
optional model TD-110W can also be triggered with a wireless remote control.  

The communicator can automatically call for help or to report different events. Its installation and pro-
gramming is extremely easy relative to traditional dialers. 
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Installation 
 
Fix the communicator with two screws (spacing 100mm). Partly screw in the top screw and slide its 

head through the hole located in upper part of the dialer’s rear housing. After opening the terminal cover, 
screw in the second screw. Do not try to open the upper part of TD-110 housing during installation.  
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Terminals   
IN  - telephone line connection (to outside line) 
OUT  - other devices (phone, fax...), in standby the phone line is running through the dialer 
GND +12V - external power supply (12VDC, max. 100mA) 
IN1  - trigger input - connecting or disconnecting with the  GND will start dialing.  

  Can be operated by Normally Closed or Normally Opened contact. 
TAMPER  - switch - normally closed contact (24hr. loop, when used with an alarm system) 
 
After switching the power supply ON the dialer will run a self testing program and will then enter 
stand-by  mode (a green LED will light). Enter Mem  6 to listen to the initial voice message from the 
factory.  
 

Setting 
 
Store tel. numbers and your own message into the communicator. Setting is possible when the green 

LED is lit (stand by mode). Data being entering from the keypad is indicated by a red  flashing LED. 
Started programming can be terminated with the End key at any time. 
• tel. numbers: enter the number and store it with Mem key followed by the memory number  from 1 

to 4. A tel. number can have max. of 16 digits, the area code can be separated with the — key 
(Pause). A Pause can not be used as a first digit.  We recomend to store a pause after the last digit 
when you store a GSM phone number, this will make dialing faster for some providers. 
If # is stored after the last digit, the dialer will call this number 4 times whenever triggered. 

• message recording: press shortly the Mem button then press the 0 key and hold it pressed while 
talking into the mic. (max. 20sec.), recording is indicated by a lit  yellow LED. After releasing the 0 
key, the message will play back (playback can be terminated with the  End key).  

• Pager message: enter exactly the same sequence of numbers as if you were to dial a pager from an 
ordinary phone. Then  store this sequence with the Mem 5 (max. 26 digits).  

• After the Provider Prefix, press the Fce key and then enter the numeric message you want sent to the 
pager Some Paging systems request  other specific codes or pauses inside the dialed number (lan-
guage selectors etc.), consult your Paging provider for details if you have trouble sending a message 
to the Pager.  

• deleting numbers: enter  — Mem  x (x = corresponding memory number from 1 to 5) 
• dialing methods: enter  Mem * for pulse dialing, Mem # for tone dialing = factory default 

• testing: enter Mem Fce  and the dialer will call all programmed numbers once (you will hear the tel. 
line signals from the built in mini speaker during the test)  

• listening to  the message: enter Mem 6 to check the recorded voice message   
• keypad locking: enter Mem  — and your own customized four digit code (PIN). Repeat the code a 

second time for confirmation. The yellow LED will turn on and the keypad is blocked against unauthor-
ized use.  

• keypad unlocking: enter your code (PIN), the green LED will light.  If you use the dialer with an alarm 
system, lock the keypad after each programming. 

• Learning of remote controls (TD-110W only) – after entering Mem 9 the dialer is in the remote con-
trol learning mode. Activate remote controls (max. 3) one by one (pressing any button of the remote con-
trol).  Close the learning mode by pressing the End key. Both remote control buttons will have identical 
trigger function. 
Note: when the first remote control is taught in the learning mode, all previous remote controls are forgotten. 

• remote controls erasing  (TD-110W only) - enter Mem 9 —  to erase all remote controls.  
 

How the communicator works 
 

The TD-110 will activate under three conditions:  when its input IN1 is triggered, when  the Fce  key is 
pressed or when the remote control of a TD-110W is pressed. 

 When activated, the TD-110 will immediately disengage all other devices hooked up to the phone line  
(telephone, fax..).  It will  then, one by one, call and play the user recorded message, for all programmed 
numbers. If the dialer makes a successful connection to a programmed number, it will not call that num-
ber again.  If the number is busy, the TD-110  will make 3 more attempts to call it.  

Empty tel. number memories are skipped. The red LED indicates transmitting. 
If the keypad is unlocked, the calling sequence  can be stopped by pressing  the End key. 

 

If it does not work as you expected? 
 
• check that you selected the correct dialing method (Pulse or Tone) 
• check that there is a signal on the tel. line and that the dialer is powered 
• enter your tel. numbers once again and confirm your voice message 
 
Forgot your access code? 
If you forgot the code you used to lock the keypad, disconnect power supply for 20 sec. After you recon-
nect the power enter code 1234 immediately (when the red LED lights). The green LED will light indicat-
ing that  the keypad is unlocked. 
 

Specifications 
 

operating voltage 10 -14 VDC  (adapter DE-01-12) 
consumption stand by max. 15 mA, dialing  max. 100 mA 
triggering connecting or disconnecting of IN1 with GND, or pressing Fce key  
remote controls max. 3 of RC-86 (for model TD-110W only)  
telephone line electrically separated, built in over voltage protection 
dialing method pulse or tone (factory default = tone) 
number of cycles the dialer recognizes signals in the line and it calls the same number more times 

(max. 3x)only if ringing tone is not detected 
tel. num. memories 4× 16 digits (Mem1 to Mem4) for voice message sending 
 1× 26 digits (Mem5) for Pager numeric message sending 
voice mess. duration max. 20sec., record is repeated for 40sec. during sending 
for indoor use only, working temperature from  -10 to +40°C 
can be connected to analogue interfaces - EN 301437, ETS EN 300001, TBR 21, EG 201 121 V1.13, AS/ACIF 
S002 (Australia) 
Hereby, JABLOTRON ALARMS a.s., declares that this TD-110(W) is in compliance with the essential require-
ments and other relevant provisions of Directive 1999/5/EC. Original of the conformity assessment can be 
found at the web page www.jablotron.cz, section Technical support. 

Telephone communicator TD-110 / TD-110W -2 - MEN51207 Telephone communicator TD-110 / TD-110W - 3 - MEN51207 

http://www.jablotron.cz/

	Installation
	Setting
	How the communicator works
	If it does not work as you expected?
	Specifications



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [595.276 841.890]
>> setpagedevice


